
PNL IN-OUT AMPHENOL
CONNECTORS OPTIONAL PANEL IP 67

DESCRIPTION

PNL IN-OUT AMPHENOL is an optional panel 
that allows to switch input/output connectors 
to AMPHENOL IP 67, making them fully 
weatherproof. This can be done easily thanks 
to the single connector on the back. 

FEATURES

• Accessory compliant with several INSTALLED SOUND speakers
• Suitable for both full range and bi-amp speakers
• Made of galvanized steel painted with epoxy powder
• Colour black RAL 9005
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TECHNICAL SPECIFICATIONS

General specifications Input / output connectors: AMPHENOL IP 67

Standard compliance Safety agency: CE compliant

Physical specifications Cabinet/Case Material: Metal

Color: Black

Size Height: 105 mm / 4.13 inches

Width: 105 mm / 4.13 inches

Depth: 21.5 mm / 0.85 inches

Weight: 0.31 kg / 0.68 lbs

Shipping information Package Height: 90 mm / 3.54 inches

Package Width: 137 mm / 5.39 inches

Package Depth: 125 mm / 4.92 inches

Package Weight: 0.36 kg / 0.79 lbs

PART NUMBER

• 12399063

PNL IN-OUT AMPHENOL

EAN 8024530020149

DATASHEET

RCF products are continually improved. All specifications are therefore subject to change without notice.


